
13

Pocket Dial 
Thermometers

 

With Comark’s patented 
calibration nut, you can 
easily calibrate your bi-metal 
thermometer in seconds with 
only a twist of your fingers. Once 
it is set, the nut stays tight and 
firmly in place. 
See www.comarkusa.com for 
further instructions.

Tough, durable, 
accurate Comark’s dial 
thermometers can’t  
be beat. All models 
feature stainless steel 
construction and a 
plastic watertight lens.
•	 ±1 division accuracy
•	 Magnifying dial cover
•	 Recalibration nut
•	 1 Year Limited Warranty

T220AK thermometer

T220/38A and T550/38A

Make steam table measurements 
with these large-face, easy-to-read 
thermometers. You can also use the 
T220A/38A for lattes.

T220/38A Specification
•	 Large Face, 8” Stem, and Clip
•	 0º to 220ºF

T550/38A Specification
•	 Large Face, 8” Stem, and Clip
•	 50º to 550ºF

Stock No Dial Stem Div NSF Ranges
T125 1” 5” 2° Yes 25° to 125°F
T160A, T160AK  1” 5” 2° Yes -40° to 160°F
T220A, T220AK  1” 5” 2° Yes 0° to 220°F
T550AK 1” 5” 5° Yes 50° to 550°F
T200L 1” 5” 2° No 100° to 200°F

T160/3   1-3/4” 5” 2° Yes -40° to 160°F
T220/3 1-3/4” 5” 2° Yes 0° to 220°F
T220/38A 1-3/4” 8” 2° Yes 0° to 220°F
T550/38A 1-3/4” 8” 5° Yes  50° to 550°F
TC100A   1” 5” 1° Yes -10° to 100°C
TCF220/3 1-3/4” 5” 2°/1° Yes 0° to 220°F

“K” indicates slide card.

T220A: as sold when 
purchased as display  
box of 12

T200L
Latte Thermometer
Check milk temperatures in lattes, espresso 
drinks and hot cocoa. The sturdy clip attaches 
securely to cups or pitchers.

T220A
Calibratable Dial 
Thermometer
•	 1” dial, 5” stem
•	 T220A: Display box of 12


