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DEDICATED HOLDING BINS

Optional/Accessories for DHBs Dedicated Holding Bins

Model No. Description
Shipping Info

lb. (kg.) cu.ft.  (cu.m)

155695N-12 Accessory, dual handle pans for pass-thru MenuTrak DHBs and MHB 
Series Bins (*12-pack) 14.00 (6.40) 2.20 (.06)

541-723E4S Accessory, covers for pass-thru MenuTrak DHBs (*4-pack) 2.90 (1.30) .50 (.01)

542-473S KIT, Trivet 1/3 Size Metal (*4-pack) 2.50 (1.13) .05 (.01)

Heater Panels: Prince Castle Heater Panels are a newly developed item that brings never-before experienced holding 
times for fried foods in open environments. Many items held 2-3 times longer and better than calrods or heat lamps. 

Model No. Description
Shipping Info

lb. (kg.) cu.ft.  (cu.m)

HP19-26A Heater Panel, 19” X 26”, N. America / Worldwide Vers. 58.0 
(26.31) 7.56 (.21)

HP26-26A Heater Panel, 26” X 26”, N. America / Worldwide Vers. 74.0 
(33.57) 13.50 (.38)

HPC-2A Control, Heater Panel, 2 Channel, Controls up to 2 Heater Panels, N. America 
Vers. 11.0 (4.99) 1.29 (.04)

HPC-2CE Control, Heater Panel, 2 Channel, Controls up to 2 Heater Panels, N. America 
Vers. 11.0 (4.99) 1.29 (.04)

HPC-4 Control, Heater Panel, 4Channel, Controls up to 4 Heater Panels, N. America 
Vers. 12.0 (5.44) 1.29 (.04)

HPC-4CE Control, Heater Panel, 4 Channel (CE), Controls up to 4 Heater Panels, 
Worldwide Vers. 12.0 (5.44) 1.29 (.04)

LF-26 Light Fixture, 26”, N. America Vers. 5.50 (2.49) .75 (.02)

LF-26CE Light Fixture, 26” (CE), Worldwide Vers. 5.50 (2.49) .75 (.02)
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*Denotes number of pieces per single unit.

HP29-‐26A:	  

	  

HP26-‐26A:	  

	  

HPC-‐2A	  &	  HPC-‐2CE:	  

	  	  or	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  

	  

HPC-‐4	  &	  HPC-‐4CE:	  

	  	  or	  	  	  	  	   	  

	  


